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Limnological Buoys   
Fixed and Mobile  

  

S.A.I.L.I.N.G. (Maggiore and Orta Lake) 
Sensor-based Assessment on In Lake 

processes and water quality - Scientific 
INvestigation and Growing 
environmental awareness  

RINA buoys in  
 Lake Orta  (Fixed) 

BLASCO buoy in  Lake Garda 
  (Mobile) 

Buoy in Lake Maggiore 
  (Fixed) 

“ B2” Buoy in Lake Orta 
  (Mobile) 



• Temperatura dell’acqua 
• pH 
• Conducibilità 
• Ossigeno disciolto 
• Fluorimetro CHL  
• Temperatura aria 
• Vento (Intensità/Direzione) 
• RGB Colori 
Frequenza <=1 minuto.  
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Sensoristica 



Sensoristica 



Landsat 7 Overpass Landsat 7 Overpass 

Hypothetical 3-day coverage Median Daily Trend 

All Data 



Trasmissione dati: con protocolli tipici di telemetria sia radio che wifi (modem 3G, GSM 
GPRS) per sfruttare il tipo di copertura presente. 
3G piu’ affidabile e meno costosa 
 
1 controllo di qualità sul dato fatto dalla macchina 
 
Per la prima volta si è provato approccio BigData anziché database convenzionali (Ecube)  

Trasmissione dati 





          Sensor Web Enablement (SWE) Servizio Web 
Sensori 

Questo tipo di servizio web gestisce le osservazioni che 
vengono raccolte da sensori per distribuirle attraverso il 

web 

Costituito da 3 componenti: 
 
1. la capacità sistematica 

di acquisizione di misure 
in-situ 

2. l’accessibilità on-line ai 
dati e metadati 

3. l’implementazione di 
questi all’interno di 
Infrastrutture di Dati 
Spaziali (SDI) 
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